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TESTING, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

RESTRIKING OR REDRIVING IS REQUIRED AT BENT NO, 1. FOR PDA 

TESTING THE FIRST PRODUCTION PILE WITH THE PDA DURING DRIVING,

SPECIFICATIONS.

BENT NO. 2. FOR PDA TESTING, SEE SECTION 450 OF THE STANDARD 

RESTRIKING OR REDRIVING IS REQUIRED AT END BENT NO. 1 OR END

TESTING THE FIRST PRODUCTION PILE WITH THE PDA DURING DRIVING, 

OF 150 TONS PER PILE.

DRIVE PILES AT BENT NO. 1 TO A REQUIRED DRIVING RESISTANCE 

DRIVING RESISTANCE OF 160 TONS PER PILE.

DRIVE PILES AT END BENT NO. 1 AND END BENT NO. 2 TO A REQUIRED 

OF 110 TONS PER PILE.

PILES AT BENT NO. 1 ARE DESIGNED FOR A FACTORED RESISTANCE 

FACTORED RESISTANCE OF 120 TONS PER PILE.

PILES AT END BENT NO. 1 AND END BENT NO. 2 ARE DESIGNED FOR A 

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
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